
FOSNOVA 2011 Floodlights
for lighting of fresh products

 
Shops, supermarkets 

and shopping centers
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CDM-R111 35 W

CDM-R lamps are designed for 
decorative illumination and expo-
sitions. The energy consumption 
and heat production are reduced 
by at least 66%. Lamps life is up to  
4 times more than using a halogen 
lamp (11000h average life).

CDM-R lamps are designed for 
decorative illumination and expo-
sitions. The energy consumption 
and heat production are reduced 
by at least 66%. Lamps life is up to  
4 times more than using a halogen 
lamp (11000h average life).

Matrix B2
CELL-F Lamps (Ta=25°C)

wattage/W colour weight code Kelvin -   - Ra

CDM-R111 35 white 1,20 22100512-00
3000K - 1350lm - Ra 81 - 24°CDM-R111 35 black 1,20 22100532-00

CDM-R111 35 m. silver 1,20 22100571-00
CDM-R111 70 white 1,80 22100513-00

3000K - 2850lm - Ra 84 - 42°CDM-R111 70 black 1,80 22100533-00
CDM-R111 70 m. silver 1,80 22100573-00

Matrix B4
CELL-F Lamps (Ta=25°C)

wattage/W colour weight code Kelvin - ølm - Ra

CDM-R PAR30 35 m. silver 1,90 22100776-00 3000K - 2200 lm - Ra 83
CDM-R PAR30 70 m. silver 1,90 22100777-00 3000K - 4850 lm - Ra 83
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Distribution spectrum CDM-R PAR

Housing: In die-cast aluminium 
with central shaft to carry cables.
Diffuser: Tempered glass.
Coating:  with a UV-stabilised 
powder acrylic-resin paint.
Lampholder: Ceramic with silver-
plated contacts.
Electronic gear:  230 V/50 Hz 
power supply with electronic bal-
last or 12V transformer. Silicone 
wire with fibreglass braid, cross-
section 1.0 sqmm.
Equipment: Supplied with an 
aiming bar.
Regulations:  Manufactured 
in accordance with EN 60598-
1-CEI 34.21 standards. Degree 
of protection in accordance with 
EN60529 standards.

Distribution spectrum CDM-R PAR111

Specific products for supermarkets
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CDM-R111 35 W

CDM-R lamps are designed for 
decorative illumination and expo-
sitions. The energy consumption 
and heat production are reduced 
by at least 66%. Lamps life is up to  
4 times more than using a halogen 
lamp (11000h average life).

CDM-R lamps are designed for 
decorative illumination and expo-
sitions. The energy consumption 
and heat production are reduced 
by at least 66%. Lamps life is up to  
4 times more than using a halogen 
lamp (11000h average life).

Matrix B4
CELL Lamps (Ta=25°C)

wattage/W colour weight code Kelvin - ølm - Ra

CDM-R PAR30 35 m. silver 1,80 22200776-00 3000 K - 2200 lm - Ra 83
CDM-R PAR30 70 m. silver 1,80 22200777-00 3000 K - 4850 lm - Ra 83
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Cast “A+C+J”CELL-F for OmnitrackCELL BaseLamps (Ta=25°C)wattage/Wcolour weightcodeweightcode Kelvin - ølm - RaCDM-R PAR30 70white1,0022501213-001,05 22401213-00

3000K - 4600 lm  - Ra 83
CDM-R PAR30 70 m. silver1,0022501273-001,05 22401273-00Ideal for commercial centre.Housing: Die-cast aluminium with cooling holes.Reflector: Oxidised polished alu-minium for the version equipped with lamps without reflector.Coating: Power-coated with a UV-resistant polyester epoxy paint.Lamps: Supplied with DICR, AR111 or discharge lamps or LED.CDM-R lamps are designed for decorative illumination and expo-sitions. The energy consumption and heat production are reduced by at least 66%. Lamps life is up to  4 times more than using a halogen lamp (11000h average life).CDM-R lamps are designed for decorative illumination and expo-sitions. The energy consumption and heat production are reduced by at least 66%. Lamps life is up to  4 times more than using a halogen lamp (11000h average life).

Specific products for supermarketsProducts for supermarket


